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Dyna-Click is the latest in self-locking regulators offered by Duro 
Dyne. This 15 position indexing regulator features a triggerless 3/4" 
twist locking nut that fixes the regulator in place once set. Designed 
for use with square rod on both square and round externally insu-
lated duct, it is offered in two standoff heights, 1-1/2’’ & 2’’.  The 
Dyna-Click is engineered with a heavy duty spring so it stays set 
once clicked into place. The high visibility yellow handle allows it 
to be easily found in the field on wrapped duct.
. 
• Two Sizes: 1-1/2’’& 2’’
• Self Locking
• 15 Position Settings
• Manual operation (no tools)
• 10°angled stand for use on both square and round duct

DYNA-CLICK® REGULATOR

Ordering Information
Item# Code Description Quantity
6320 DC38150 3/8in Dyna-Click 1-1/2in Standard Regulator 10/Box
6321 DC38200 3/8in Dyna-Click 2in Standard Regulator 10/Box
7067 DC38150B 3/8in Dyna-Click 1-1/2in Standard Regulator Bulk 100/Box
7068 DC38200B 3/8in Dyna-Click 2in Standard Regulator Bulk 50/Box
6295 CDC38150 3/8in Cast Dyna-Click 1-1/2in Standard Regulator 10/Box
6296 CDC38200 3/8in Cast Dyna-Click 2in Standard Regulator 10/Box
6291 CDC38150B 3/8in Cast Dyna-Click 1-1/2in Standard Regulator Bulk 100/Box
6292 CDC38200B 3/8in Cast Dyna-Click 2in Standard Regulator Bulk 100/Box

O
PEN

CL
O
SE
D

45°

0°90°

DURO
DYNE

R

3-29/32"

2-11/16"

2-1/2"

3"

Duro Dyne Corporate Headquarters, Bay Shore, NY
631-249-9000   •   Fax: 631-249-8346
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www.durodyne.com   •   E-mail: durodyne@durodyne.com


